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Model AHRV-200/4 AHRV-300/4 AHRV-400/4 AHRV-500/4 AHRV-600/4 AHRV-800/4 AHRV-1000/4

Volume
m3/h 200 300 400 500 600 800 1000

CFM 118 176 235 294 353 471 588

External static pressure Pa 75 75 80 80 90 100 130

Electric Data
Power Supply V~,Hz,Ph 220~240,50,1 220~240,50,1 220~240,50,1 220~240,50,1 220~240,50,1 220~240,50,1 220~240,50,1

Power Input W 65 120 200 220 242 410 510

Cooling
Temp. Efficiency % 60 60 60 60 60 60 60

Enthalpy Efficiency % 50 50 50 50 50 50 50

Heating
Temp. Efficiency % 65 65 65 65 65 65 65

Enthalpy Efficiency % 55 55 55 55 55 55 55

Noise Level dB(A) 37 39 40 41 41 43 45

Flange mm ￠ 144 ￠ 144 ￠ 144 ￠ 194 ￠ 194 ￠ 243 ￠ 243

Net Weight kg 25 27 30 41 41 68 82

Net Dimension(WxDxH) mm 848×654×264 926×722×270 926×927×270 1018×1024×270 1018×1024×270 1274×1007×388 1274×1257×388

Gross 

Dimension(WxDxH)
mm 910×710×405 985×775×405 985×980×405 1085×1080×405 1085×1080×405 1335×1055×533 1345×1315×548

Model AHRV-1500/5 AHRV-2000/5 AHRV-2500/5 AHRV-3000/5 AHRV-4000/5 AHRV-5000/5

Volume
m3/h 1500 2000 2500 3000 4000 5000

CFM 882 1176 1471 1765 2353 2941

External static pressure Pa 160 170 180 200 220 240

Electric Data
Power Supply V~,Hz,Ph 220~240,50,1 220~240,50,1 380~415,50,3 380~415,50,3 380~415,50,3 380~415,50,3

Power Input W 1000 1200 2000 2100 2400 3000

Cooling
Temp. Efficiency % 60 60 60 60 60 60

Enthalpy Efficiency % 50 50 50 50 50 50

Heating
Temp. Efficiency % 65 65 65 65 65 65

Enthalpy Efficiency % 55 55 55 55 55 55

Noise Level dB(A) 52 60 62 64 66 68

Flange mm 320x300 320x300 320x300 320x300 323x253 500x690

Net Weight kg 200 225 240 270 265 280

Net Dimension(WxDxH) mm 1600×1270×540 1650×1470×540 1710×1400×600 1700×1630×640 1725×1450×1050 1820×1780×1050

Gross 

Dimension(WxDxH)
mm 1668×1331×720 1770×1550×665 1770×1550×665 1760×1750×770 1785×1510×1180 1880×1840×1150
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Model Appearance
Dimension

Gas side joints Liquid side joints

AFG-00B

AFG-12B

AFG-24B

AFG-34B

AFG-50B

AFG-64B

Model Packing Dimension(mm) Net Weight/Gross Weight(kg)

AFG-00B 300x95x40 0.31/0.35

AFG-12B 330x100x40 0.44/0.49

AFG-24B 370x115x45 0.71/0.77

AFG-34B 440x140x50 1.11/1.20

AFG-50B 480x160x65 1.65/1.76

AFG-64B 480x160x65 1.88/1.98

A*：The total capacity of indoor units which is connected to this branch joint
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